







the  1980s  for  the  non‐invasive  treatment  of  urinary  stones, 
however, there has been little advance in providing the operator
feedback  on  the  procedure  success.  We  have  previously 
presented our initial findings of the ‘Smart Stethoscope’ ‐ a Passive 
Acoustic  Sensor  (PAS)  which  can  be  used  to  monitor  the 















follow‐up  X‐ray  within  3  weeks,  each  had  2545±686  shocks.  5 
patients showed a stone fragmented of 50% or more 4 patients 




end of treatment (680 ± 279 vs 244 ± 75 effective shocks). 
Conclusion
The initial phase II study shows that there is a high correlation 
between  the  number  of  effective  shocks  predicted  by  PAS  and 
clinical  outcome.  This  could  be  used  clinically  in  the  future  for 
assessing whether a stone is suitable for a course of ESWL or if the 
patient should be offered surgery, thus avoiding the morbidity and 
financial costs of ineffective ESWL sessions.
FIG 1: Double peak acoustic emission. m1 maximum amplitude of first 
burst (1), which represents reflections from the stone and cavitation 
emissions. m2 maximum amplitude of second burst (2), which represent 
cavitation within and around the stone. tc time between the bursts 
which represents cavitation collapse times and is influenced by stone 
targeting.
FIG 3: Emission from the stone (s) and surrounding bubbles are 
picked up by the PAS and translated into a visual output on the 
monitor.
FIG 4: The number of effective shocks delivered at 500 shocks and 
at end of treatment
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For further information please contact kay.thomas@gstt.nhs.uk
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FIG 2: Old acoustic probe, now modified to a smaller 
lighter version. The previous bulky amplifier is no longer 
incorporated into the probe but is part of the monitor.
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